
Multiple Choice of Optical Lenses

Easy Installation & Maintenance

Flexible, Modular Design

IP66

Five Years Warranty

Ultra Bright, Up to 96,000Lm

System Light Efficacy 160~165 LPW

New EdgeTM

New EdgeTM2020/04/16NEW EDGE SERIES PRODUCT CATALOG001

120W~600W
LED High Bay

PERFORMANCE

LED Chip Philips Lumileds

Color Temperature 4500~5500K (2500~5500K Optional)

CRI ≥70

Lumen Maintenance L70>150,000 Hours
(Calculated Using Tm-21 Calculator)

Power Factor 0.95 Minimum

ENVIRONMENTAL

IP Rating IP66

Operating Temperature -30 to 50°C (-22 to 122°F)

Storing Temperature -40 to 80°C (-40 to 176°F)

Humidity 15% to 95% RH

PHYSICAL

Fixture Material Aluminum Alloy

Input Voltage 100-277 VAC (347/480 VAC Optional)
Dimming Optional

WARRANTY 5 Years

Warehouse/Manufacturing Facilities

Convention Centers/Sporting Arenas

Big-Box Retail Stores

Cold Storage Facilities

Gymnasiums



221x366x145mm
8.7x14.4x5.7in

308x366x145mm
12.1x14.4x5.7in

402x366x145mm
15.8x14.4x5.7in

496x366x145mm
19.5x14.4x5.7in

590x366x145mm
23.2x14.4x5.7in

New EdgeTM2020/04/16NEW EDGE SERIES PRODUCT CATALOG002

Specifications

EL-NED-120(HB)

EL-NED-200(HB)

EL-NED-300(HB)

EL-NED-400(HB)

EL-NED-600(HB)

120W

200W

300W

400W

600W

1

2

3

4

5

160LPW

165LPW

165LPW

165LPW

160LPW

19,200lm

33,000lm

49,500lm

66,000lm

96,000lm

5.4kg/11.9lbs

6.5kg/14.3lbs

7.5kg/16.5lbs

7.9kg/17.4lbs

12.5kg/27.6lbs

Picture                             Part#                  Power        NO. of Modules     Efficacy(IES)     Total Lumen            N.W Product Dimensions



Product Dimensions

New EdgeTM2020/04/16NEW EDGE SERIES PRODUCT CATALOG003
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22° 

C Plane: C0.0_180.0 C90.0_270.0
γ Cone:
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[Unit: lx]

[EMax*90%]=633.451
[EMax*80%]=563.067
[EMax*70%]=492.684
[EMax*60%]=422.300
[EMax*50%]=351.917
[EMax*40%]=281.534
[EMax*30%]=211.150
[EMax*20%]=140.767
[EMax*10%]=70.383

[EMax]=703.834

60° 

C Plane: C0.0_180.0 C90.0_270.0
γ Cone:
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Mount Height(m): 10.0

C0

0.0

0.2

0.4

0.6

0.8

1.0
d/h

0.2

0.4

0.6

0.8

1.0
0.0 0.2 0.4 0.6 0.8 d/h0.20.40.60.81.0

[Unit: lx]

[EMax*90%]=349.459
[EMax*80%]=310.630
[EMax*70%]=271.801
[EMax*60%]=232.973
[EMax*50%]=194.144
[EMax*40%]=155.315
[EMax*30%]=116.486
[EMax*20%]=77.658
[EMax*10%]=38.829

[EMax]=388.288

30° 

C Plane: C0.0_180.0 C90.0_270.0
γ Cone:
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[Unit: lx]

[EMax*90%]=349.459
[EMax*80%]=310.630
[EMax*70%]=271.801
[EMax*60%]=232.973
[EMax*50%]=194.144
[EMax*40%]=155.315
[EMax*30%]=116.486
[EMax*20%]=77.658
[EMax*10%]=38.829

[EMax]=388.288

40×100° 

Mount Height(m): 10.0
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[Unit: lx]

[EMax*90%]=91.192
[EMax*80%]=81.060
[EMax*70%]=70.927
[EMax*60%]=60.795
[EMax*50%]=50.662
[EMax*40%]=40.530
[EMax*30%]=30.397
[EMax*20%]=20.265
[EMax*10%]=10.132

[EMax]=101.325

C Plane: C180.0_180.0 C90.0_270.0
γ Cone:
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60×100°

C Plane: C0.0_180.0 C90.0_270.0
γ Cone:
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Mount Height(m): 10.0
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[Unit: lx]

[EMax*90%]=73.836
[EMax*80%]=65.632
[EMax*70%]=57.428
[EMax*60%]=49.224
[EMax*50%]=41.020
[EMax*40%]=32.816
[EMax*30%]=24.612
[EMax*20%]=16.408
[EMax*10%]=8.204

[EMax]=82.040

90° 

C Plane: C0.0_180.0 C90.0_270.0
γ Cone:
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Mount Height(m): 10.0

C0

0.0

0.5

1.0

1.5

2.0

2.5
d/h

0.5

1.0

1.5

2.0

2.5
0.0 0.5 1.0 1.5 2.0 d/h0.51.01.52.02.5

[Unit: lx]

[EMax*90%]=72.301
[EMax*80%]=64.268
[EMax*70%]=56.234
[EMax*60%]=48.201
[EMax*50%]=40.167
[EMax*40%]=32.134
[EMax*30%]=24.100
[EMax*20%]=16.067
[EMax*10%]=8.033

[EMax]=80.335

110° 

C Plane: C0.0_180.0 C90.0_270.0
γ Cone:
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[Unit: lx]

[EMax*90%]=40.619
[EMax*80%]=36.106
[EMax*70%]=31.593
[EMax*60%]=27.079
[EMax*50%]=22.566
[EMax*40%]=18.053
[EMax*30%]=13.540
[EMax*20%]=9.026
[EMax*10%]=4.513

[EMax]=45.132

150° 

C Plane: C0.0_180.0 C90.0_270.0
γ Cone:
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[Unit: lx]

[EMax*90%]=19.513
[EMax*80%]=17.345
[EMax*70%]=15.177
[EMax*60%]=13.009
[EMax*50%]=10.840
[EMax*40%]=8.672
[EMax*30%]=6.504
[EMax*20%]=4.336
[EMax*10%]=2.168

[EMax]=21.681

New EdgeTM2020/04/16NEW EDGE SERIES PRODUCT CATALOG004

Photometrics

45° 

C Plane: C0.0_180.0 C90.0_270.0
γ Cone:
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Mounting Options & Accessories

120W~600W

120W~600W

SP-HR20

SP-BS

Hang Ring

Universal Bracket(Standard)

Image           Applicable Power                 Product Code                               Product Description



03 - Sosen
01 - Inventronics 02 - AC 100-277 V

       (Inventronics)

03 - AC 200-480 V
       (Sosen)

48 - 22° 
49 - 30° 
50 - 45° 
51 - 60° 

08 - 60×100° 
11 - 90° 

44 - 40×100° 

12 - 110° 

13 - 150° 

04-RAL7045 Gray

05-RAL8019 Bronze (Standard)

04 - 400W

05 - 600W
01-0.5m Australian Standard Power Cord
02-0.5m European Standard Power Cord
03-0.5m American Standard Power Cord

01 - No
02 - Microwave
03 - Photocell
04 - Remote Control 
05 - IoT Smart Control

01 - 120W

02 - 200W

03 - 300W

EL NED HBXX

Power Luminaire

HB - High Bay

NED  - New Edge Series

2020/04/16NEW EDGE SERIES PRODUCT CATALOG006 New EdgeTM

04 - Philips Lumileds

(Standard)

01 - Non Dimmable

02 - 2500-3500K

04 - 3500-4500K

09 - 6000-7000K

06 - 4500-5500K

02 - Dimmable

Dimmability LEDS CCT Opticals

04 - IP66

Input Voltage Power Cable Sensor Mounting IP Rating Fixture ColorDriver

01 - None

Emergency
Power Backup

15- Universal Bracket

01- Ring Ring

Ordering Information


